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Firebreather® Cavity Barrier installed behind the cladding, directly on insulation.

Very fast and easy installation.
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Highlights at a glance

To prevent vertical fire spread in facades, effective fire stopping is essential. Balancing the building’s breathability with the capacity to block 
smoke and fire through cavities poses a significant challenge. The optimal solution involves employing non-combustible cavity barriers that 
are mechanically affixed to the facade wall. This ensures that, in the event of a fire, the expanding material remains securely in place.

The Firebreather® Cavity Barrier stands out as the premier, high-performance solution for safeguarding ventilated facades and rainscreen 
cladding. Integral to the external building envelope, it delivers robust protection against fire and hot smoke without compromising on airflow 
and drainage.

Distinguished by several superior attributes, the Firebreather® Cavity Barrier is unique in the market, offering a tested solution that provides 
an immediate fire stop. This distinction underscores its unmatched efficacy and reliability in enhancing building safety.

Reliable fire protection behind the cladding

	 Instant fire stop

	 Ember stop

	 Continues ventilation and drainage behind the cladding

	 No disintegration of intumescent during fire and movement in the building

	 Tested both as stand-alone and as part of several large-scale system tests

	 Fast and easy installation

Applications

	 Behind ventilated facade cladding

	 In ventilated roof constructions 

Dimensions 

	 Width: 23mm, 28/30mm, 36mm and 50mm

	 Length: 53cm and 113cm 

Fire rating

	 EI30, EI60 and EI90



We welcome your inquiries!

Flamro Norway AS

Industrivegen 10 
7652 Verdal 
Norway 
T +47 994 19 000 
E norway@flamro.com 
W flamro.com Re
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https://flamro.com/eu/

